
Parallel winding collector with
tensioning arm. Equipped
with 0.25-HP geared motor
prepared for 1200x600mm-Ø
reel, with distribution box for
changing pitch and stroke,
with built-in switchboard,
equipped with ON/OFF
switch, and disconnecting
switch.

Plegador brazo oscilante (REPARTIDOR UHING)ø1200x600
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Datos técnicos
techniques

Caracteristiques
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600mm.

0.18KW/0.25CV

Ø1200mm.

Features

1.2x1.4x2.2mts

305Kg.

Talleres Ratera S.A.
Av. dels Dolors,13
Apt. Correos (PO Box) 228
08240 Manresa (Barcelona) Spain
Tel. 93 878 49 50
Fax. 93 877 26 82
e-mail: ratera@ratera.com

Plegador bobinador en
plegado paralelo autónomo
con brazo tensor. Equipado
con motor reductor de
0,25CV preparado para
bobina de Ø 1200x600mm.
con caja distribuidora para
variación de paso y cursa con
cuadro eléctrico incorporado,
equipado con pulsador
paro/marcha, y seccionador
de corriente.

Cursa ajustable máxima: Adjustable maximum traverse: Course ajustable:

Potencia motor:

Carrete diámetro valona: Spool Ø: Ø de la bobine:

Motor power: Puissance du moteur:

Dimensiones generales: Footprints:

Spool capacity: Capacitée bobine:

Dimensions:

Poids:Peso:

Capacidad carrete:

Weight:

603185cm
3

Plieur bobineur de pliage en
parallèle autonome avec bras
tenseur. Pourvu d’un
motoréducteur de 0,25 CV
prévu pour une bobine de Ø
1200 x 600 mm avec boîte de
distribution pour variation de
passage et course avec
tableau électrique incorporé,
doté d’un poussoir de
marche, et d’un sectionneur.


